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2 Key to Symbols/ Meanings:

WARNING! 
Risk of personal injury!
This is an important piece of safety advice which must be observed to avoid a risk 
of personal injury!

ATTENTION 
Risk of material damage!
This is an important piece of safety advice to avoid damaging the product you are 
installing!

Operational check:
At this stage of the installation a component of the door, the operation of the door 
or the operator can be tested. This is very important as it can immediately identify 
an error which could take time to discover at a later  stage.

Reference to further product information
Here a reference is made to another set of instructions which need 
to be used for installation of a particular component.

Advice / Tip
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3 Warranty / Life Cycles
The warranty for this product is only granted if:

For further details on the products warranties please refer to the products price list and our terms and 
conditions which are available upon on request.

To comply with the Construction Products Directive all products have been durability tested for a minimum of 
11,000 cycles.
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4.1 General Information

This document is intended for a qualified, trained installation engineer and should not be given 
to the owner of the door but should be kept by the installer.

To comply with the Construction Products Directive and the Machinery Directive the product 
must be installed in accordance with these instructions.

Please read all safety advice and relevant instructions carefully.

These installation instructions are intended for qualified and trained installation engineers. Installation, initial 
operation, servicing, repairs and dismantling of this product should only be carried out by a qualified and 
trained installation engineer.

When installing an electrically operated product ensure the mains power supply to the product is 
disconnected before any electrical connections are attempted.

Before operating a shutter you must always ensure that there are no persons or objects in the opening before 
and during the opening.

The shutter should only be operated when in view.

Upon completion of the installation the owner of the shutter must be trained how to operate the product 
safely paying special attention to the following points:

During the installation of the shutter you should follow safe working practices. Further advice is available from 
the Health and Safety Executive (HSE).

4 General Safety Advice
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4.2 Repairing/ Dismantling / Maintenance

Always isolate the mains power before attempting any maintenance, repairs or dismantling. If you need to 
use the optional remote control during any maintenance, repairs or dismantling procedure you must engage 
the commissioning mode.

Before attempting to repair or dismantle a shutter you should check for the presence of any safety devices, 
for example:

Before attempting to remove an axle assembly which contains a spring you must release the tension in the 
spring.

When repairing or dismantling a shutter you should keep the opening and the surrounding area clear to 
prevent risk of injury to yourself and others.

When repairing or dismantling a shutter you should follow safe working practices. Further advice is available 
from the Health and Safety Executive (HSE).

Maintenance check list:

Recommended service period
The recommended service period for a shutter which will operate on average two cycles per day is once 
every 12 months. If the shutter will perform a greater number of cycles per day the service period should be 
shortened accordingly. One cycle is a full open and close sequence.
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5 Tools/ Fixings Required
This list of tools and fixings is a minimum guide, to be adapted for each installation.
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6 Preparation for the Installation
The structure of the opening must be adequate to take the weight of the door and suitable to take the 
appropriate fixings.

 Check that the opening is ready for installation. Surfaces should 
be flat and vertical to guarantee a parallel alignment of the guide rails. It is important that you 
check that the lintel does not bow inwards or have any projections that may catch on the curtain 
or could push the box back towards the curtain. If in doubt pack the guides and box out by at 
least 10mm.

Before you begin installing the shutter you should check that the shutter will not foul on any 
opening doors or windows or projecting door handles.

 Check the dimensions of the opening to ensure that the product 
supplied is the correct size to suit the opening. This must be done before removing any existing 
products and before you begin installation of the shutter.

To avoid damages to the box and the curtain unpack the components very carefully. We 
recommend using the packaging supplied as a protective mat. 

Check the packages you have received to ensure you have received all the parts you require and 
they are in a satisfactory condition before you begin installation of the shutter.
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10 Traditional Commercial  Shutters

General Parts

Operation specific parts

Keys for bottom slat locks are packed in a bag which is taped to the bottom slat.

Accessories are packed in a separate box.

Parts List
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1 The channels are supplied with the angles attached 
these must be removed. 

5 Remove the attachment strips from the axle.

6 Attach the axle to the end plates using the fixings 
provided. You must ensure that the bolts located 
along the length of the axle for curtain attachment will 
be available for step 11.

4 Measure from the first angle to determine the 
position of the second angle ensuring that the angles 
are vertical and also that the tops of the end plates 
are level. Fix the angle to the wall.

2 Measure the opening to determine the location of 
the first length of angle. If the floor is sloping you 
must fit the higher side first. Fix the angle to the wall.

3 offer angle up and fix to wall ensuring vertical (use 
all fixing holes provided)

10.1 Spring Loaded Operation Installation Instructions

Before you begin installing the shutter please ensure you have read pages 4–9.
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8. If a lock has been supplied in the bottom slat you should 
remove the bottom slat from the curtain. Slide the bottom 
slat down into the guide rails and check that the lock bars in 
the bottom slat will locate into the prepared guide rail keeps. 
Enlarge the keeps if necessary.7 Attach the channels to the angles.

9 Attach the bottom slat and the attachment strips to 
the curtain.

11 Attach the curtain to the axle using the attachment 
strips provided.

10.1 Spring Loaded Operation Installation Instructions (cont.)

  
 10 Cover the axle with bubble wrap or a similar 
material to prevent the curtain from being damaged 
during the curtain loading process. Carefully load the curtain 
over the axle.

12 Turn the axle in the down direction and
carefully remove the pin. Please note there maybe 
tension on the spring, which will cause the axle to turn.



17 To complete the installation you should mastic 
around the edges of the shutter then give the shutter 
a final clean and tidy.
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16 If required fit the hood / fascia. If the shutter is 
externally fitted the hood / fascia should be fastened 
using appropriately coloured 4mm rivets.

15 Attach the stops to the guide channels (as shown 
above) and if applicable attach handles to the bottom 
slat.

  
  13 Test the operation keeping hold of the 
bottom slat at all times.

10.1 Spring Loaded Operation Installation Instructions (cont.)

14 If required adjust the tension in the spring.
  
 For safety reasons it is advisable for the tension to be 
adjusted by two people.

Method 1:
Lift the curtain to the top so that it coils around the axle. 
Place cardboard between the lock and the curtain to prevent 
the lock from damaging the curtain. Now allow the bottom 
slat to come out of the top of the guides so that you can 
rotate the coil to add to or release the tension in the spring. 
To add tension to the spring turn the axle in the down 
direction.
To release tension from the spring turn the axle in the up 
direction.
Once adjusted feed the curtain back into the guide rails 
and test the operation. Repeat this process until the spring 
contains the correct amount of tension.

Method 2:
Lower the curtain to the floor. Turn the axle forward and 
insert the pin in the end of the spring to lock the axle 
(reverse of step 14). Detach the curtain from the axle. 
Carefully remove the pin then add or remove tension from 
the spring as appropriate.
To add tension to the spring turn the axle in the down 
direction. To release tension from the spring turn the axle 
in the up direction. Once adjusted replace the pin then 
continue as step 13.
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10.1 Spring Loaded Operation Installation Instructions (cont.)

Upon completion of the installation the owner of the shutter must be trained how to operate the product 
safely paying special attention to the following points:




