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Ra2 - Compact Aluminium 
GENERAL ARRANGEMENT

H25 GUIDE RAIL

22
mm

53 mm

H25

H30 GUIDE RAIL

60 mm

24
mm

32 mm26 mm

H30

SOLID SLAT
4.5 Kg M²
NOMINAL

38
mm

9mm

SECTION THRO 
SOLID LATH

(OPTIONAL BOTTOM RAIL)

35 mm

68
mm

38
mm

'L' SHAPED BOTTOM BAR

DOUBLE WALLED EXTRUDED
ALUMINIUM CURTAIN

SECTION THRO 
SOLID LATH

(RUBBER SEAL STANDARD)

BOTTOM BAR

58
mm

RUBBER BOTTOM 
SEAL9 mm

SECUIRTY DIRECT

REAR VIEW SECTION VIEW

SHUTTER GUIDE

SHUTTER BOX

SHUTTER 
SOLID CURTAIN

BOTTOM BAR

205mm

20
5m

m

50
mm

BOTTOM
LATH HANGDOWN

PRODUCT NAMEPLATE
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CROSS SECTION THRO GUIDE
NON MOTOR END

FIXING ANCHORS.
(SEE FIXINGS SPECIFICATION)

EXISTING STRUCTURE 
BLOCKWORK / BRICKWORK

PLASTIC GUIDE CAP

CROSS SECTION THRO GUIDE
MOTOR END

EXISTING STRUCTURE 
BLOCKWORK / BRICKWORK

PLASTIC GUIDE CAP

FIXING ANCHORS.
(SEE FIXINGS SPECIFICATION)

Ra2 - Compact Shutter 
FACE FIX DETAIL

SECUIRTY DIRECT

REAR VIEW

STRUCTURAL OPENING WIDTH

ENDPLATE

OV
ER

AL
L H

EI
GH

T

SHUTTER GUIDESHUTTER BOXSHUTTER CURTAIN

EXISTING STRUCTURE 
BLOCKWORK / BRICKWORK

EN
DP

LA
TE
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EN

IN
G 

HE
IG

HT

MOTOR ENDNON-MOTOR END

50
mm

BOTTOM 
LATH HANGDOWN
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CROSS SECTION THRO GUIDE
NON MOTOR END

FIXING ANCHORS.
(SEE FIXINGS SPECIFICATION)

EXISTING STRUCTURE 
BLOCKWORK / BRICKWORK

EXISTING STRUCTURE 
BLOCKWORK / BRICKWORK

Ra2 - Compact Shutter 
REVEAL FIX DETAIL

CROSS SECTION THRO GUIDE
MOTOR END

FIXING ANCHORS.
(SEE FIXINGS SPECIFICATION)

SECUIRTY DIRECT

REAR VIEW

STRUCTURAL OPENING WIDTH

ENDPLATE

EN
DP

LA
TE

OV
ER

AL
L H

EI
GH

T

SHUTTER GUIDESHUTTER BOXSHUTTER CURTAIN

EXISTING STRUCTURE 
BLOCKWORK / BRICKWORK

MOTOR ENDNON-MOTOR END

CL
EA

R 
OP

EN
IN

G 
HE

IG
HT

50
mm

BOTTOM 
LATH HANGDOWN

CLEAR OPENING - BETWEEN GUIDES
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Ra2 - Compact Shutter 
CORNER FIXING DETAIL

OPTION 2 : 
ONE BOX POINT AND 

THE OTHER POINTS OUTWARDS

INSIDE

INSIDEINSIDE

INSIDE

OPTION 4 : 
ONE BOX STEPPED ABOVE THE OTHER

OPTION 3 : 
BOTH BOXES POINT INWARDS -

NEED A CORNER POST THE
DEPTH OF THE SHUTTER BOX

OPTION 1 : 
BOTH BOXES POINT OUTWARDS

TOP BOX

BOTTOM  BOX

CORNER POST - SAME SIZE AS THE SHUTTER BOX
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180v REMOVABLE GUIDES

H30H30

90v REMOVABLE GUIDES

H30H30

Ra2 - Roller Shutter 
REMOVABLE GUIDE

STANDARD
FIXED GUIDE

SHUTTER END PLATE

FIXED
SHUTTER GUIDE

OPTIONAL
REMOVABLE GUIDE

32
mm

THE HEAD MUST BE ABLE
TO SUPPORT THE FULL WEIGHT
OF THE ROLLER SHUTTER

SHUTTER END PLATE

FIXED (TOP)
SECTION

LOCATING LUG

REMOVABLE
(LOWER)
SECTION OF 
GUIDE RAIL

SHOOT BOLT
(NON LOCKABLE

 OPTION SHOWN)

DUST CAP

5
mm

15
0

(D
EF

LA
UT

)
mm

 
80

mm
 M

IN
.

FIXINGS INTO HEAD

A

DETAIL A
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IF A MANUAL OVERRIDE IS REQUIRED FOR USE IN THE EVENT OF POWER FAILURE THIS MUST BE
SPECIFIED AT THE TIME OF ORDERING.
THERE IS A CHOICE OF TECHNICAL SOLUTIONS FOR THE HANDLE MECHANISM WHICH OPERATES THE
OVERRIDE, PRINCIPALLY DEPENDENT UPON WHETHER THE SHUTTER IS INSTALLED INTERNALLY OR
EXTERNALLY AND WHETHER THE  VERRIDE IS TO OPERATE FROM INSIDE OR OUTSIDE THE BUILDING.
OVERRIDE LOCKS AND THE LOW LEVEL EXTERNAL OVERRIDE ARE AVAILABLE AT A SURCHARGE.
ALL SPECIFICATIONS REFER TO A 205mm BOX OR LARGER.
WHEN A SHUTTER IS INSTALLED OVER AN EXIT WHICH WOULD BE THE ONLY MEANS OF AN ESCAPE IN AN
EMERGENCY, IT IS A LEGAL REQUIREMENT TO INSTALL AN OVERRIDE ON THE INSIDE.
THE LATEST GENERATION OF LOW LEVEL EXTERNAL OVERRIDES CAN NOW BE OPERATED FROM BOTH
THE INSIDE AND OUTSIDE TO SATISFY THIS LEGAL REQUIREMENT.

USE OF MANUAL OVERRIDE SHUTTERS:
CLEAR INSTRUCTION MUST BE GIVEN TO USERS ON THE MANUAL OVERRIDE WINDING DIRECTION TO
RAISE THE SHUTTER. WINDING THE SHUTTER DOWNWARDS BEYOND THE NORMAL STOP POINT WILL
DAMAGE THE SHUTTER.

NOT ALL EXIT OPTIONS WILL BE POSSIBLE
ON CERTAIN SHUTTERS.

MANUAL OVERRIDE FACILITY

A FIXED EYE CAN BE SUPPLIED AT SHUTTER BOX
EXIT ‘F’ WITH A REMOVABLE HOOKED HANDLE OF
1100MM AS STANDARD - SEE SECTION ON CRANK
OPERATION (PAGE 9) FOR DETAIL.
ALTERNATIVELY A FIXED 45˚ JOINT CRANK
HANDLE CAN BE SUPPLIED AT BOX EXIT ‘E’ OR ‘F’

INTERNALLY FITTED SHUTTER
WITH INTERNAL OVERIDE

INTERNALLY FITTED SHUTTER
WITH EXTERNAL OVERIDE

THE LOW LEVEL EXTERNAL
OVERRIDE (EXIT F) IS
OPERATED BY UNLOCKING
THE OVERRIDE COVER
PLATE AND INSERTING THE
WINDING HANDLE.

INTERNALLY FITTED SHUTTER
WITH EXTERNAL OVERIDE

A REMOVABLE 45˚ JOINT CRANK
HANDLE IS INSERTED INTO THE
MOTOR.
THE EXIT HOLE IS FILLED WITH AN
18MM COVER CAP OR LOCKABLE
OVERRIDE COVER.
ONLY AVAILABLE ON SHUTTER BOX
EXIT ‘F’ OR ‘E’ FOR 205mm BOX OR
BIGGER.

A LOCKABLE COVERPLATE OPTION.

Ra2- Rolling Shutter 
MANUAL OVERRIDE

EXIT POINTS

45˚ CRANK

WINDING HANDLE

OVERRIDE CROOK

RIGID EYE JOINT

DROP EYE JOINT
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KEY SWITCH
OR
PUSH BUTTON CONTROL
(STANDARD)

Ra2 - Compact Shutter 
STANDARD WIRING LAYOUT

240VAC SWITCH FUSED SPUR
TO BE FITTED AT HIGH LEVEL 
WITHIN 1 METRE OF DOOR
(SUPPLIED BY OTHERS)

SHUTTER
CURTAIN

RH TUBE MOTOR

SHUTTER
GUIDE RAIL

550

BLANKING PLATE
CONCEALING
5 TERMINALS
JUNTION BOX

4 CORE
3 CORE
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240VAC SWITCH FUSED SPUR
TO BE FITTED AT HIGH LEVEL 
WITHIN 1 METRE OF DOOR
(SUPPLIED BY OTHERS)

SHUTTER
CURTAIN

SOMFY RTS MOTOR WITH
BUILT IN REMOTE CONTROL

RECEIVER

SHUTTER
GUIDE RAIL

550

3 CORE

(Remote Control Options)

Somfy RTS Layout
WIRELESS CONTROLS
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Ra2 - Roller shutter
RELAY & BATTERY BACKUP LAYOUT

240VAC SWITCH FUSED SPUR
TO BE FITTED AT HIGH LEVEL 
WITHIN 1 METRE OF DOOR
(SUPPLIED BY OTHERS)

*****************************
*****************************
*****************************
*****************************
*****************************
*****************************
*****************************
*****************************
*****************************
*****************************
*****************************
*****************************
*****************************
*****************************

BATTERY BACKUP:
247mm H
160mm W
443mm D

FIRE ALARM RELAY:
220mm H
180mm W
50mm D

OPTION 2

SHUTTER
CURTAIN

RH TUBE MOTOR

SHUTTER
GUIDE RAIL

550

ProMATE 
RELAY

BATTERY 
BACK UP

(OPTIONAL - 
EXTRA COST)

H

D

W

230V BATTERY BACK-UP
UNIT WITHIN 1.5 METRES
OF SPUR

4 CORE
3 CORE
VGA CABLE
10A IEC CONNECTION CABLE

TUBE MOTOR
IF MOTOR
ROTATES IN 
WRONG DIRECTION
SWAP T8 & T9

W

H

KEY SWITCH
OR
PUSH BUTTON CONTROL
(STANDARD)




